
OZO universal controller wiring diagram 2024 

 
3-phase motor wire: 
Phase A: blue (DJ221-4B), 
Phase B: green (DJ221-4B), 
Phase C: yellow (DJ221-4B) 

 
Power wire: 
Red (DJ211-4B): power+; black (DJ221-4B): GND 

 
LCD display connector JST SM5A: 
1. red (Battery voltage). 
2. blue (ignition lock). 
3. black (GND). 
4. green (TX). 
5. yellow (RX) 
P.S. On condition that there is no LED or LCD display, the controller can work by shorting 1,2 and 3, 5. 

 
Speed sensor  connector JST SM3B white : 
1: Red(+5V); 2. White (Signal) ;3. Black (GND)  

 
X 2 
Ebrake connector JST SM3A black : 
1. Red(+5V); 2. Yellow (Signal); 3. Blue (GND) 
P.S. If the brake connector has only two wires, connect only pins 2 and 3 

 
Throttle (JST SM3B green): 
1.  Black (GND); 2. White (Signal); 3. Red (+5V) 

 
PAS (JST SM3B black): 
1.  Red (+5V); 2. Green (Signal); 3. Black (GND) 

 
Light output 6V (JST SM2B black): 
1. Red (+ 6V); 2. Black (GND) (light output is controlled by display by maintaining « + »button on the display. 

 
 

OZO Generic universal controller wiring diagram 2024 V5 reverse function 

 
Reverse mode connector JST SM2B Red 
1. Blue :  Reverse function 
2. Black : GND  (need to connect GND with blue wire 

to active reverse mode)  


